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Extinguishers 

Hose reels 

Wheeled extinguishers 

Fire blankets 

Aerosol/automatic extinguishers

Fire Fighting  
Equipment
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Section 1Fire FiGHTiNG eQUiPMeNT
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Manufactured in China

5 year warranty

BS EN3 Kitemarked 

Inclusive of Pressure Release Valve

PowerX
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Type Water 
Additive SP

Water 
Additive SP

Capacity (ltr) 3 6

Fire Rating 13A 21A

Height 430mm 553mm

Cylinder Diameter (mm) 140mm 162mm

Overall Width (mm) 210mm 224mm

Filled Weight (kg) 5.5 9.5

Range of Throw (m) >2 >6

Duration of Discharge (secs) >9 >9

Working Pressure (at 20˚C) 12Bar 12Bar

Temperature Range (˚C) +5/+60 +5/+60

BS EN3 Approved YES YES

MED Approved N/A  N/A

35KV YES YES

Pressure Relief Valve YES YES

Low Freeze Additive NO NO

Part Number 81/03402 81/03403

Model Number WA3 WA6

WATER EXTINGUISHERS WITH 
ADDITIVE -
Stored Pressure

 � Kitemarked to BS EN3

 � High quality product

 � Complete with wall bracket

 � Nickel plated brass valve assembly

 � Coated steel levers

 � Polyester external coating

 � Easy gauge testing (with needle test)

 � Approved to the Pressure Equipment  
Directive

 � Inclusive of pressure release valve

 � 5 year warranty

PowerX

Type Water  
Spray SP

Water  
Spray SP

Capacity (ltr)  9 6

Fire Rating  13A 13A

Height (mm)   620 550

Cylinder Diameter (mm) 184 162

Overall Width (mm)   240 225

Filled Weight (kg)   13.9 9.7

Range of Throw (m) >2 >6

Duration of Discharge (secs) >9 >9

Working Pressure (at 20°C)  12Bar 12Bar

Temperature Range (°C)  +5 to +60 +5 to +60

BS EN3 Approved   YES YES

MED Approved  YES N/A

35kv Conductivity Discharge Test YES YES

Pressure Release Valve YES YES

Low Freeze Additive NO NO

Part Number  81/02905 81/03404

Model Number   W9 W6

WATER EXTINGUISHERS -
Stored Pressure

 � Kitemarked to BS EN3

 � High quality product

 � Complete with wall bracket

 � Nickel plated brass valve assembly

 � Coated steel levers

 � Polyester external coating

 � Easy gauge testing 
(with needle test)

 � Approved to the Pressure  
Equipment Directive

 � Inclusive of pressure release valve

 � 5 year warranty

PowerX

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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Type AFFF  
Foam SP

AFFF  
Foam SP

AFFF  
Foam SP

AFFF  
Foam SP

AFFF  
Foam SP

Capacity (ltr)  1 2 3 6 9

Fire Rating  5A 21B 5A  34B 8A  55B 13A  144B 21A  183B

Height (mm)   330mm 390mm 430mm 550mm 620mm

Cylinder Diameter (mm) 85mm 110mm 140mm 162mm 184mm

Overall Width (mm)   125mm 125mm 210mm 225mm 240mm

Filled Weight (kg)   2 3.8 5.5 9.7 13.9

Range of Throw (m) >1 >2 >2 >4 >4

Duration of Discharge (secs) >6 >6 >9 >15 >15

Working Pressure (at 20°C)  12Bar 12Bar 12Bar 12Bar 12Bar

Temperature Range (°C)  0/+60 0/+60 0/+60 0/+60 0/+60

BS EN3 Approved   N/A YES YES YES YES

MED Approved  N/A N/A N/A YES YES

35KV NO YES YES YES YES

Pressure Release Valve YES YES YES YES YES

Low Freeze Additive NO NO NO NO NO

Part Number  81/03643 81/03405 81/03406 81/02903 81/02904

Model Number   F1 F2 F3 F6 F9

FOAM EXTINGUISHERS -
Stored Pressure

 � Kitemarked to BS EN3, except 1ltr Foam

 � High quality product

 � Complete with wall bracket

 � Nickel plated brass valve assembly

 � Coated steel levers

 � Polyester external coating

 � Easy gauge testing (with needle test)

 � Approved to the Pressure Equipment Directive

 � Inclusive of pressure release valve

 � 5 year warranty

PowerX
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Type ABC  
Powder SP

ABC  
Powder SP

ABC  
Powder SP

ABC  
Powder SP

ABC  
Powder SP

ABC  
Powder SP

Capacity (ltr)  1 2 3 4 6 9

Fire Rating  5A  34BC 13A  70BC 13A 89B 21A  89BC 27A 144BC 34A 183BC

Height (mm) 330mm 390mm 430mm 495mm 545mm 590mm

Cylinder Diameter (mm) 85mm 110mm 125mm 140mm 150mm 184mm

Overall Width (mm)   125mm 125mm 170mm 210mm 225mm 240mm

Filled Weight (kg)   2.1 3.8 5.5 6.8 9.2 13.6

Range of Throw (m) >2 >2 >2 >4 >4 >4

Duration of Discharge (secs) >6 >9 >9 >9 >15 >15

Working Pressure (at 20°C)  14Bar 14Bar 14Bar 14Bar 14Bar 14Bar

Temperature Range (°C)  -30/+60 -30/+60 -30/+60 -30/+60 -30/+60 -30/+60

BS EN3 Approved   YES YES YES YES YES YES

MED Approved  N/A YES N/A N/A N/A N/A

35KV N/A N/A N/A N/A N/A N/A

Pressure Release Valve YES YES YES YES YES YES

Low Freeze Additive N/A N/A N/A N/A N/A N/A

Part Number  81/02908 81/02900 81/03645 81/03407 81/02901 81/02902

Model Number   PG1A PG2A PG3A ** PG4A PG6A PG9A

POWDER EXTINGUISHERS -
Stored Pressure 

 � Kitemarked to BS EN3

 � High quality product

 �  Supplied with plastic skirt to prevent  
damage to extinguisher base

 � Complete with wall bracket

 � Nickel plated brass valve assembly

 � Coated steel levers

 � Polyester external coating

 � Easy gauge testing (with needle test)

 �  Approved to the Pressure Equipment  
Directive

 � Inclusive of pressure release valve

 � 5 year warranty

 � **Supplied with Bracket & Strap

PowerX

Type CO2  
Steel

CO2  
Steel

Capacity (ltr)  2 5

Fire Rating  34B 70B

Height (mm) 595 770

Cylinder Diameter (mm) 103.5 136

Overall Width (mm)   155 180

Filled Weight (kg)   6.3 14.2

Range of Throw (m) >4 >4

Duration of Discharge (secs) >6 >9

Working Pressure (at 20°C)  65 bar 65 bar

Temperature Range (°C)  -30 to +60 -30 to +60

BS EN3 Approved   YES YES

MED Approved  YES YES

35kv Conductivity Discharge Test N/A N/A

Pressure Release Valve YES YES

Low Freeze Additive N/A N/A

Part Number  81/02906 81/02907

Model Number   K2 K5

CO2 EXTINGUISHERS

 � Kitemarked to BS EN3

 � High quality product

 �  Supplied complete with wall bracket

 � Brass valve assembly

 � Coated steel levers

 � Polyester external coating

 � High Tensile Steel body

 �  Approved to the Pressure Equipment 
Directive

 � Inclusive of pressure release valve

 � 5 year warranty

PowerX

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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WET CHEMICAL - 
Stored Pressure

 � Kitemarked to BS EN3

 � High quality product

 � Squeeze grip operation

 � Fully refillable

 � Controlled discharge

 � Specifically designed for use on cooking  
oil fires

 � Solution reacts with oil to prevent re-ignition

 � Complete with wall bracket

 � 5 year warranty

PowerX Type
Wet  

Chemical 
Spray SP

Wet  
Chemical 
Spray SP

Capacity (ltr)  2 6

Fire Rating  8A  40F 13A  75F

Height (mm)   405 550

Cylinder Diameter (mm) 110 162

Overall Width (mm)   130 225

Filled Weight (kg)   4.5 11.23

Range of Throw (m) >2 >2

Duration of Discharge (secs) >9 >9

Working Pressure (at 20°C)  7 bar 7 bar

Temperature Range (°C)  +5 to +60 +5 to +60

BS EN3 Approved   YES YES

MED Approved  N/A N/A

35kv Conductivity Discharge Test YES YES

Pressure Release Valve YES YES

Low Freeze Additive NO NO

Part Number  81/03409 81/03408

Model Number   W2F W6F

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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Manufactured in Europe

5 year warranty

BS EN3 Kitemarked 

Exinguisher Range Includes:

Cartridge Operated Water, Foam & Powder

Alcohol Resistant Foam

Monnex & Lithium

Non Magnetic CO2

Polished Extinguishers
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Type
WATER 

ADDITIVE 
SP

WATER 
ADDITIVE 

SP

Capacity (ltr) 3 6

Fire Rating 13A 21A

Height (mm) 426 560

Cylinder Diameter (mm) 130 150

Weight Full (kg) 5.6 9.80

Weight Empty (kg) 2.2 3.3

Overall Width (mm) 280 280

Range of Throw (m) >3 >3

Discharge Time at 20°C (secs) 25 60

Test Pressure (bar) 33 33

Working Pressure at 20°C (bar) 15 15

Temperature Range (°C) 0 to +60°C 0 to +60°C

Pressure Release Valve NO NO

KVA Testing YES YES

BS EN3 Approved YES YES

MED Approved NO NO

Part Number 9911/00 9912/00

Model Number FPRWA3 FPRWA6

Rating Symbol A A

Type WATER  
C/O

WATER  
JET SP

WATER 
SPRAY  

SP

Capacity (ltr) 9 9 6

Fire Rating 21A 21A 13A

Fire Rating when LFA included N/A 13A* 13A**

Height (mm) 620 522 560

Cylinder Diameter (mm) 190 190 150

Weight Full (kg) 14.9 13.29 9.52

Weight Empty (kg) 5.9 4.265 3.33

Overall Width (mm) 290 320 280

Range of Throw (m) >10 >10 >3

Discharge Time at 20°C (secs) 60 60 50

Test Pressure (bar) 33 33 33

Working Pressure at 20°C (bar) 15 15 15

Temperature Range (°C) +5 to +60°C +5 to +60°C +5 to +60°C

Pressure Release Valve NO NO NO

KVA Testing NO NO YES

BS EN3 Approved YES YES YES

MED Approved YES YES NO

Part Number 9908/00 9909/00 9910/00

Model Number FPRW9C FPRW9 FPRWS6

Rating Symbol A A A

WATER EXTINGUISHERS WITH 
ADDITIVE -
Stored Pressure

 � Kitemarked to BS EN3

 � Special additive gives improved fire ratings

 � Squeeze grip operation

 � Corrosion resistant finish

 � Internal polyethylene lining

 � Protective plastic base

 � Complete with wall bracket

 � Carry a 5 year manufacturers warranty 
if serviced in accordance  
with BS5306 Part 3

WATER EXTINGUISHERS -
Stored Pressure/Cartridge Operated

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Corrosion resistant finish

 � Internal polyethylene lining

 � Protective plastic base

 � Complete with wall  
bracket

 � Carry a 5 year manufacturers 
warranty if serviced in accordance  
with BS5306 Part 3

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk

** note - when a 9ltr water has LFA included, the A rating drops to 13A and this has been formally tested
** note - when a 6ltr water spray has LFA included, the A rating remains at 13A and this has been formally tested
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Type
AFFF 

FOAM  
SP

AFFF 
FOAM  

SP

AFFF 
FOAM  

SP

AFFF 
FOAM  

SP

Capacity (ltr) 2 3 6 9

Fire Rating 8A   55B 13A   89B 21A   144B 27A   183B

Fire Rating when LFA included 5A N/A 13A 13A

Height (mm) 395 426 560 522

Cylinder Diameter (mm) 112 130 150 190

Weight Full (kg) 3.81 5.3 9.65 13.24

Weight Empty (kg) 1.71 2.2 3.38 4.27

Overall Width (mm) 150 300 300 340

Range of Throw (m) >2 >4 >4 >4

Discharge Time at 20°C (secs) 12 18 30 50

Test Pressure (bar) 33 33 33 33

Working Pressure at 20°C (bar) 15 15 15 15

Temperature Range (°C) +5 to +60°C +5 to +60°C +5 to +60°C +5 to +60°C

Pressure Release Valve NO NO NO NO

KVA Testing YES YES YES YES

BS EN3 Approved YES YES YES YES

MED Approved NO NO NO YES

Part Number 9204/00 9233/00 9234/00 9235/00

Model Number FPF2 FPRF3 FPRF6 FPRF9

Rating Symbol A B A B A B A B

Type
AFFF 

FOAM  
C/O

AFFF 
FOAM  

C/O

AR 
FOAM  

C/O

Capacity (ltr) 6 9 6

Fire Rating 21A   183B 27A   233B 13A   113B

Height (mm) 600 620 600

Cylinder Diameter (mm) 150 190 150

Weight Full (kg) 10.6 15.7 10.6

Weight Empty (kg) 4.5 6.6 4.5

Overall Width (mm) 310 290 310

Range of Throw (m) >5 >5 >5

Discharge Time at 20°C (secs) 30 40 30

Test Pressure (bar) 33 33 33

Working Pressure at 20°C (bar) 15 15 15

Temperature Range (°C) +5 to +60°C +5 to +60°C +5 to +60°C

Pressure Release Valve NO NO NO

KVA Testing YES YES YES

BS EN3 Approved YES YES YES

MED Approved NO YES NO

Part Number 9230/00 9231/00 9232/00

Model Number FPRF6C FPRF9C FPRFAR6C

Rating Symbol A B A B A B

FOAM EXTINGUISHERS -
Stored Pressure

 � Kitemarked to BS EN3

 � Spray nozzle

 � Squeeze grip operation

 � Corrosion resistant finish

 � Internal polyethylene lining

 � Protective plastic base*

 � Complete with wall bracket

 � Carry a 5 year manufacturers warranty 
if serviced in accordance  
with BS5306 Part 3

*Excludes 2ltr model

FOAM EXTINGUISHERS -
Cartridge Operated

 � Kitemarked to BS EN3

 � Spray nozzle

 � Squeeze grip operation

 � Corrosion resistant finish

 � Internal polyethylene lining

 � Protective plastic base

 � Complete with wall bracket

 � Carry a 5 year manufacturers  
warranty if serviced in 
accordance with BS5306 Part 3

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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Type
ABC 

POWDER 
SP

ABC 
POWDER 

SP

ABC 
POWDER 

SP

ABC 
POWDER 

SP

ABC 
POWDER 

SP

MONNEX 
POWDER 

SP

Capacity (ltr) 1 2 4 6 9 9

Fire Rating 8A   55B 13A   70B 21A   113B 34A   233B 43A   233B 233B

Height (mm) 340 370 420 503 588 620

Cylinder Diameter (mm) 80 112 150 150 170 190

Weight Full (kg) 1.67 3.62 6.4 8.94 12.98 14.4

Weight Empty (kg) 0.67 1.62 2.39 2.94 3.97 8.4

Overall Width (mm) 135 150 293 260 317 310

Range of Throw (m) >2 >2 >6 >6 >7 >7

Discharge Time at 20°C (secs) 9 10 16 20 20 20

Test Pressure (bar) 33 33 33 33 33 33

Working Pressure at 20°C (bar) 15 15 15 15 15 15

Temperature Range (°C) -30 to +60°C -30 to +60°C -30 to +60°C -30 to +60°C -30 to +60°C -20 to +60°C

Pressure Release Valve NO NO NO NO NO YES

KVA Testing N/A N/A N/A N/A N/A N/A

BS EN3 Approved YES YES YES YES YES YES

MED Approved NO NO NO YES YES NO

Part Number 9315/00 9307/00 9318/00 9319/00 9320/00 9324/00

Model Number FPP1 FPP2 FPRP4 FPRP6 FPRP9 FPRP9M

Rating Symbol A B C E A B C E A B C E A B C E A B C E B C E 

Type
ABC 

POWDER 
C/O

ABC 
POWDER 

C/O

Capacity (ltr) 6 9

Fire Rating 34A   233B 43A   233B

Height (mm) 550 595

Cylinder Diameter (mm) 150 170

Weight Full (kg) 10.1 14

Weight Empty (kg) 4.1 5

Overall Width (mm) 280 300

Range of Throw (m) >6 >7

Discharge Time at 20°C (secs) 18 20

Test Pressure (bar) 33 33

Working Pressure at 20°C (bar) 15 15

Temperature Range (°C) -30 to +60°C -30 to +60°C

Pressure Release Valve NO NO

KVA Testing N/A N/A

BS EN3 Approved YES YES

MED Approved YES YES

Part Number 9321/00 9322/00

Model Number FPRP6C FPRP9C

Rating Symbol A B C E A B C E 

POWDER EXTINGUISHERS -
Stored Pressure

 � Kitemarked to BS EN3

 � Multi-purpose application

 � Squeeze grip operation

 � Corrosion resistant finish

 � Protective plastic base*

 � Complete with wall bracket

 � Carry a 5 year manufacturers 
warranty if serviced in accordance  
with BS5306 Part 3

*Excludes 1kg and 2kg models

POWDER EXTINGUISHERS -
Cartridge Operated

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Controlled discharge

 � Multi-purpose application

 � Complete with wall bracket

 � Strong protective base

 � Robust discharge hose

 � Carry a 5 year manufacturers 
warranty if serviced in accordance  
with BS5306 Part 3

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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Type CO2 
ALUMINIUM

CO2 
ALUMINIUM

CO2 
ALUMINIUM 

NON-
MAGNETIC

Capacity (ltr) 2 5 2

Fire Rating 34B 70B 34B

Height (mm) 507 750 507

Cylinder Diameter (mm) 117 152 117

Weight Full (kg) 5.4 11.43 5.4

Weight Empty (kg) 2.91 6.43 2.91

Overall Width (mm) 180 310 180

Range of Throw (m) >4 >4 >4

Discharge Time at 20°C (secs) 8 14 8

Test Pressure (bar) 212 212 212

Working Pressure at 20°C (bar) 56 56 56

Temperature Range (°C) -30 to +60°C -30 to +60°C -30 to +60°C

Pressure Release Valve YES YES YES

KVA Testing N/A N/A N/A

BS EN3 Approved YES YES NO

MED Approved NO YES NO

Part Number 9705/00 9706/00 9705/65

Model Number FPC2SC FPC5C FPC2SC

Rating Symbol B E B E B E

Type
LITHIUM  

L2 POWDER 
SP

Capacity (ltr) 9

Fire Rating N/A

Height (mm) 620

Cylinder Diameter (mm) 190

Weight Full (kg) 15.08

Weight Empty (kg) 6.08

Overall Width (mm) 500

Range of Throw (m) N/A

Discharge Time at 20°C (secs) 30

Test Pressure (bar) 33

Working Pressure at 20°C (bar) 15

Temperature Range (°C) -20 to +60°C

Pressure Release Valve YES

KVA Testing N/A

BS EN3 Approved NO

MED Approved NO

Part Number 9325/00

Model Number FPRP9L

Rating Symbol D

CO2 EXTINGUISHERS 

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Corrosion resistant finish

 � Harmless to machinery

 � 2kg model supplied with frost free horn as standard

 � Complete with wall bracket (non-magnetic CO2 wall 
bracket is non-magnetic)

 � Carry a 5 year manufacturers warranty if serviced in 
accordance with BS5306 Part 3

SPECIALIST EXTINGUISHER -
Stored Pressure

 � Corrosion resistant high grade valve

 � Seize and squeeze for maximum control

 � Unique lance applicator designed to 
allow the powder to fall gently over  
the fire

 � Colour coded zone for easy identification

 � Highly effective against metal fires, 
including Lithium when in the form of 
powder or swarf (will control any metal 
fire ending in ‘ium’)

 � Carry a 5 year manufacturers  
warranty if serviced in accordance  
with BS5306 Part 3

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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Type
WET 

CHEMICAL 
SPRAY SP

Capacity (ltr) 6

Fire Rating 13A   113B   75F

Height (mm) 662

Cylinder Diameter (mm) 170

Weight Full (kg) 12.13

Weight Empty (kg) 7.1

Overall Width (mm) 310

Range of Throw (m) >4

Discharge Time at 20°C (secs) 30

Test Pressure (bar) 33

Working Pressure at 20°C (bar) 7

Temperature Range (°C) -10 to +60°C

Pressure Release Valve YES

KVA Testing YES

BS EN3 Approved YES

MED Approved YES

Part Number 9503/00

Model Number FPRWC6

Rating Symbol A B F

WET CHEMICAL - 
Stored Pressure

 � Kitemarked to BS EN3

 � Capable of extinguishing a cooking oil or fat fire 
of up to 75 litres in size

 � 13A fire rating for all round safety 

 � EN3 red with official canary yellow colour coding

 � User friendly 6 litre size – supplied factory filled

 � Wet chemical process seals the surface of 
burning oil to prevent re-ignition

 � Carry a 5 year manufacturers warranty if serviced 
in accordance with BS5306 Part 3

TYPE WATER  
SP

WATER  
SP

AFFF  
FOAM

SP

AFFF  
FOAM

SP

CO2 
POLISHED 

ALUMINIUM

Capacity (ltr)  6 9 6 9 2

Fire Rating  13A 13A 13A  144B 21A  183B 34B

Height (mm) 550 620 550 620 507

Cylinder Diameter (mm) 162 184 162 184 117

Overall Width (mm)   225 240 225 240 180

Filled Weight (kg)   8.5 13.9 9.7 13.9 5.4

Range of Throw (m) >6 >2 >4 >4 >4

Duration of Discharge (secs) >9 >9 >15 >15 >8

Working Pressure (at 20°C)  12 bar 12 bar 12 bar 12 bar 56 bar

Temperature Range (°C)  +5 to +60 +5 to +60 0 to +60 0 to +60 -30 to +60

BS EN3 Approved   NO NO NO NO NO

MED Approved  NO NO NO NO NO

35kv Conductivity Discharge Test YES YES YES YES N/A

Pressure Release Valve YES YES YES YES YES

Low Freeze Additive NO NO NO NO N/A

Part Number  9913/00 9914/00 9221/00 9222/00 9705/06

Model Number   FPW6S FPW9S FPF6S FPF9S FPC2SC

Rating Symbol A  B A  B A A B  E

POLISHED EXTINGUISHERS -
Stored Pressure

 � Ideal for environments where hygiene is 
paramount and when considering architecture

 � Highly polished surface finish

 � Corrosion resistant construction

 � Simple ‘seize and squeeze’ operation

 � Controllable discharge assures efficient use of 
contents and minimises clean-up

 � All extinguishers are re-chargeable

 � Carry a 5 year manufacturers warranty  
if serviced in accordance with BS5306  
Part 3

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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WATER EXTINGUISHERS - 
Stored Pressure / Cartridge Operated

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Fully refillable

 � Controlled discharge

 � Internal polyethylene lining

 � Complete with wall bracket

 � Strong protective base

 � Robust discharge hose

 � Jet nozzle

Type Water 
SP

Water 
CO

Capacity (ltr/kg)  9 9

Fire Rating  13 A 21 A

Height   613 620

Cylinder Diameter (mm) 190 190

Overall Width (mm)   280 290

Filled Weight (kg)   15.37 15.2

Range of Throw (m)  4 4

Duration of Discharge (secs) 60 97

Working Pressure (at 20°C)  7 bar nitrogen 14 bar nitrogen

Temperature Range (°C)  +5°C to +60°C +5°C to +60°C

BS EN3 Approved   YES YES

MED Approved  YES YES

35kv Conductivity Discharge Test YES YES

Pressure Relief Valve NO NO

Low Freeze Additive NO NO

Part Number  4908/207 4907/207

Model Number    W9DN W19DB/W9E

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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FOAM EXTINGUISHERS  - 
Stored Pressure

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Fully refillable

 � Controlled discharge

 � Internal polyethylene lining

 � Complete with wall bracket

 � Strong protective base*

 � Robust discharge hose

 � Spray nozzle

*Excludes 2ltr model
2ltr shrouded head has unique 
push button operation and  
supplied with wire transport  
bracket and strap

FOAM EXTINGUISHERS - 
Cartridge Operated

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Fully refillable

 � Internal polyethylene lining

 � Complete with wall bracket

 � Strong protective base

 � Robust discharge hose

 � Spray nozzle

 � Supplied empty with foam refill

Type
Foam SP

(shrouded 
head)

Foam
SP

Foam 
SP

Capacity (ltr/kg)  2 6 9

Fire Rating  5 A   55 B 21 A   183 B 27 A   233 B 

Height   365 557 522

Cylinder Diameter (mm) 108 150 190

Overall Width (mm)   110 162 202

Filled Weight (kg)   3.1 9.6 14.2

Range of Throw (m)  4 4 4

Duration of Discharge (secs) 25 34 55

Working Pressure (at 20°C)  15 bar nitrogen 15 bar nitrogen 15 bar nitrogen

Temperature Range (°C)  0°C to +60°C 0°C to +60°C 0°C to +60°C

BS EN3 Approved   YES YES YES

MED Approved  NO YES YES

35kv Conductivity Discharge Test YES YES YES

Pressure Relief Valve NO NO NO

Low Freeze Additive NO NO NO

Part Number  4256/207 4264/207 4265/207

Model Number   S2LW S6DLWB/SD6 S9DLWB/SD9 

Type AFFF 
CO

AFFF 
CO

Capacity (ltr/kg)  6 9

Fire Rating  21 A   183 B 27 A   233 B 

Height   600 620

Cylinder Diameter (mm) 150 190

Overall Width (mm)   310 290

Filled Weight (kg)   9.8 15.2

Range of Throw (m)  5 5

Duration of Discharge (secs) 68 87

Working Pressure (at 20°C)  
Cartridge operated 

35g CO2

Cartridge operated 
75g CO2

Temperature Range (°C)  +5°C to +60°C +5°C to +60°C

BS EN3 Approved   YES YES

MED Approved  YES YES

35kv Conductivity Discharge Test YES YES 

Pressure Relief Valve NO NO 

Low Freeze Additive NO NO 

Part Number  4262/207 4263/207

Model Number   SI6DB/S6E SI9DB/S9E

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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POWDER EXTINGUISHERS - 
Stored Pressure

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Fully refillable

 � Controlled discharge

 � Multi-purpose application

 � 1 & 2kg c/w wire transport bracket and securing strap

 � 6,9 & 12kg c/w wall mounting bracket

 � Strong protective base*

 � Robust discharge hose (4,6,9 & 12kg)

 � 1kg and 2kg shrouded head models have unique push 
button operation and supplied with wire transport 
bracket and strap

*Excludes 1kg and 2kg models

Type
Powder

SP
Powder

SP
Powder

SP
Powder

SP
Powder

SP
Powder

SP
Powder

SP SH
Powder

SP SH

Capacity (ltr/kg)  1 2 4 6 9 12 1 2

Fire Rating  8 A   34 B   C 13 A   89 B   C 21 A   89 B   C 34 A   233B   C 43 A   233 B   C 55 A   233 B   C 8 A   34 B   C 13 A   89 B   C 

Height   280 327 410 500 610 590 180 322

Cylinder Diameter (mm) 90 110 150 150 170 170 90 110

Overall Width (mm)   93 144 300 270 265 265 123.5 145

Filled Weight (kg)   2.1 3.8 6.7 9.1 13.7 17.3 2.2 3.5

Range of Throw (m)  4 4 6 6 7 7 4 4

Duration of Discharge (secs) 8 9 13 20 17 21 8 13

Working Pressure (at 20°C)  15 bar nitrogen 15 bar nitrogen 15 bar nitrogen 15 bar nitrogen 15 bar nitrogen 15 bar nitrogen 15 bar nitrogen 15 bar nitrogen 

Temperature Range (°C)  – 30°C to + 60°C -30°C to +60°C – 30°C to + 60°C – 30°C to + 60°C – 30°C to + 60°C – 30°C to + 60°C -30°C to +60°C – 30°C to + 60°C

BS EN3 Approved   YES YES YES YES YES YES YES YES

MED Approved  NO YES NO YES YES YES NO YES

35kv Conductivity Discharge Test N/A N/A N/A N/A N/A N/A N/A N/A

Pressure Relief Valve NO NO NO NO NO NO NO NO

Low Freeze Additive NO NO NO NO NO NO NO NO

Part Number  4358/207 4352/207 4354/207 4356/207 4359/207 4366/207 4351/207 4362/207

Model Number   PD1GA PD2G PD4GA PD6GA PD9GA PD12GA P1GM P2GM 
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POWDER EXTINGUISHERS - 
Cartridge Operated

 � Squeeze grip operation

 � Fully refillable

 � Controlled discharge

 � Multi-purpose application

 � Heavy duty brass head assembly

 � Complete with wall bracket

 � Strong protective base

 � Robust discharge hose

Type Powder
CO

Powder
CO

Capacity (ltr/kg)  6 12

Fire Rating  34 A   183B   C 55 A   233 B   C 

Height   538 637

Cylinder Diameter (mm) 150 190

Overall Width (mm)   226 246

Filled Weight (kg)   11.2 20.7

Range of Throw (m)  6 7

Duration of Discharge (secs) 22 32

Working Pressure (at 20°C)  
Cartridge Operated 

140g CO2

Cartridge Operated 
280g CO2

Temperature Range (°C)  – 30°C to + 60°C – 30°C to + 60°C

BS EN3 Approved   YES YES

MED Approved  YES YES

35kv Conductivity Discharge Test N/A N/A

Pressure Relief Valve NO NO

Low Freeze Additive NO NO

Part Number  4360/207 4368/207

Model Number   PEP6GA PEP12GA 
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F CLASS STORED PRESSURE

 � Kitemarked to BS EN3

 � Squeeze grip operation

 � Fully refillable

 � Controlled discharge

 � Lance applicator

 � Specifically designed for use on cooking oil fires

 � Solution reacts with oil to prevent re-ignition

 � Complete with wall bracket

Type
F-Class  

SP
F-Class  

SP

Capacity (ltr/kg)  3 6

Fire Rating  8 A   55 B   75 F 13 A   113 B   75 F 

Height   434 675

Cylinder Diameter (mm) 150 170

Overall Width (mm)   141 305

Filled Weight (kg)   7 13

Range of Throw (m)  3 4

Duration of Discharge (secs) 18 30

Working Pressure (at 20°C)  7 bar nitrogen 7 bar nitrogen 

Temperature Range (°C)  – 30°C to + 60°C – 10°C to + 60°C

BS EN3 Approved   YES YES

MED Approved  NO NO

35kv Conductivity Discharge Test YES YES

Pressure Relief Valve NO NO

Low Freeze Additive NO NO

Part Number  201F4503/207 201F4502/207

Model Number   W3DFC/FBDP3 W6DRC/FBDP6 

3 Ltr 6 Ltr

3ltr model has additional B rating

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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Automatic & Manual versions

Accommodates 19mm or 25mm hose

Manufactured from Zinc Plated Steel with Polyester Powder Coating

Full Manufacturer Spares List
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Hose Reels & Spares 
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FIXED, SWINGING AND RECESSED
A range of slimline manual and automatic hosereels

 � All reels are supplied without hose to aid installation

 � Automatic or manual operation

 � Easy to install and maintain and simple to operate

 � Accommodates 30m of 25mm or 19mm bore hose

 � Manufactured from zinc plated steel and epoxy polyester powder coated

 � Jet spray nozzle included with all models

 � Beaded hose guides on fixed reels allows hose to be drawn out easily in any direction 
(included on all models)

 � Gate valves  and Flexible Water Inlet supplied separately

 � Current range reels require the 25ml flexible water inlet pipe

 � Swinging Hose Reels - swing both ways

FIXED HOSE REEL

Part No. Description
43/51231  Hose reel 19mm Manual
43/51236 Hose reel 25mm Manual
43/51232 Hose reel 19mm Automatic
43/51237 Hose reel 25mm Automatic

SWINGING HOSE REEL

Part No. Description
43/51233 Hose reel 19mm Manual
43/51235 Hose reel 25mm Manual
43/51234 Hose reel 19mm Automatic
43/51238 Hose reel 25mm Automatic

HOSE REEL SPARES

Part No. Description
43/01057 19mm nozzle - TG (A)
43/01058 25mm nozzle - TG (A)
46/57489 19mm nozzle - Chrome plated (B)
43/50310 25mm nozzle - Chrome plated (B)
43/01006 Gate valve - 19mm (C)
43/01007 Gate valve - 25mm (C)
43/50307 Budget hose guide (D)
43/01015 Noha hose guide (D)
60/70072 Jubilee clip - 19mm (E)
60/70073 Jubilee clip - 25mm (E)
43/01054 Flexible water inlet pipe 3/4” thread  
 fits Noha fixed auto reel (F)
43/01056  Flexible water inlet pipe 1” BSP thread  
 fits Noha 25ml & Delta 19ml and 25ml reels (F)
81/02827 Swan neck coupling - 19mm
81/02828 Swan neck coupling - 25mm
81/02983 Blanking off plug - 19mm
81/02984 Blanking off plug - 25mm

D

BA

E

C

F
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HOSE REEL PEDESTAL
 

 � Manufactured from 5mm thick steel plate

 � Epoxy polyester powder stove paint post office red

 � Will accommodate fixed, swinging or recessed hose reels

 
Part No. Description
81/02401 Pedestal (NOHA manufactured hose reel)

HOSE REEL TUBING
EN 694 Approved

 � High-quality hose reel tubing approved to EN 694. 

 � Thermoplastic covered hose reel tubing for use on hose reels in 
fixed installations

 � Working pressure 12 bar

 � Temperature Range: -20° to +60°C

Part No. Description
3645/04  19mm x 30m (A)
3645/06  19mm x 45m (A)
3645/11  25mm x 30m (B)

B

A
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Manufactured in Europe

2 year warranty

Body Internal

Polyester Coating External

Highly Manoeuvrable

Full Manufacturer Spares List

MED Approved

Wheeled Extinguishers  
& Spares
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WHEELED POWDER EXTINGUISHERS 
MED & NON MED VERSIONS -
External Cartridge

 � Highly effective with a fast flame knockdown

 � Highly manoeuvrable

 � Supplied filled

 � Available in 25kg, 50kg and 100kg

 � Steel body internal and external polyester coating

 � MED Approved

Type
ABC

Powder 
CO

ABC
Powder 

CO

ABC
Powder 

CO

Capacity (kg) 25 50 100

Cartridge CO2 Fill (kg) 2 2 4

Hose Length (m) 5 5 5

Height (mm) 1020 1050 1290

Cylinder Diameter (mm) 245 300 360

Overall Width (mm) 400 440 540

Filled Weight (kg) 60 84 120

Range of Throw (m) 11 12 12

Duration of Discharge (secs) 25 40 80

Working Pressure (bar) 14 14 14

Temperature Range (˚C) -30 to 60˚C -30 to 60˚C -30 to 60˚C

BS EN1866 Approved YES YES YES

Part Number 81/18131 81/18161 81/18166

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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WHEELED FOAM EXTINGUISHERS 
MED & NON MED VERSIONS -
External Cartridge

 � Highly effective Aqueous Film Forming Foam (AFFF)

 � Supplied empty with a separate foam charge

 � Available in 50 litres and 100 litres

 � Stainless steel body external epoxy  
polyester coating 

 � MED Approved

Type
 Foam  

Wheeled
Foam  

Wheeled

Capacity (kg) 50 100

Cartridge CO2 fill (kg) 1.3 3

Hose Length (m) 5 5

Height (mm) 1145 1335

Cylinder Diameter (mm) 315 400

Overall Width (mm) 455 550

Filled Weight (kg) 84 150

Range of Throw (m) 8 8

Duration of Discharge (secs) 46 99

Working Pressure (bar) 13 14

Temperature Range (˚C) 0 to 60˚C 0 to 60˚C

BS EN1866 Approved YES YES

Part number 81/18258 81/03594

Type CO2
Steel

CO2
Steel

Capacity (kg) 10 20

Cartridge (kg) N/A N/A

Hose Length (m) 5 5

Height (mm) 900 965

Cylinder Diameter (mm) 154 230

Overall Width (mm) 350 410

Filled Weight (kg) 38 68

Range of Throw (m) 4 4

Duration of Discharge (secs) 17 32

Working Pressure (bar) 60 60

Temperature Range (˚C) -30 to 60˚C -30 to 60˚C

BS EN1866 Approved YES YES

Part Number 81/18311 81/18321

WHEELED CO2 EXTINGUISHERS 
MED & NON MED VERSIONS

 � Ideal for protecting large electrical risks

 � Supplied filled

 � Rapid fire control with minimum clean up

 � Available in 10kg and 20kg

 � Steel body external polyester coating 

 � MED Approved

tel 01254 295000  web www.tgproducts.co.uk  email tgsales@tgproducts.co.uk
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WHEELED EXTINGUISHER SPARES
A range of spares for TG Wheeled Extinguishers

TG Part No. ABS Part No. Description 10kg 
CO2

20kg 
CO2

25kg  
Powder

50kg  
Powder

100kg 
Powder

50l 
Foam

100l 
Foam

81/03442 20007 Adaptor for CO2 C36 Cylinder x x x x
81/03443 20021 Washer Ring 3/4" x x x x
81/03444 20022 Washer Black Rubber 2" x
81/03445 20024 Coupling x x
81/03446 20059 Adaptor for N2 Cylinder x
81/03042 20204 5.4ltr CO2 Cylinder 4kg Fill x
81/03202 20302 3ltr CO2 Cylinder 2kg fill x x
81/03447 20516 Manometer 1/8" x x x x
81/02557 - Picture C 20640 Discharge Hose 5m x
81/03086 20649 Discharge Hose 5m x x
81/03078 20652 Discharge Hose x x
81/03082 - Picture A 20656 Discharge Hose 5m x x
81/03448 20831 Handwheel Valve x x x x
81/03449 21006/21007 Foam Nozzle Light Alloy x x
81/03450 21010 Check Valve Shroeder Type x x x x
81/03451 21017 Protection Cap x x
81/03452 21018 Safety Pin x
81/03453 21020 Safety Disc x x
81/03454 21021 Gasket for Discharge Hose x
81/03455 21028 M30 x 1.5 Safety Valve x x
81/02558 - Picture B 21035 Plastic Discharge Pistol x
81/03007 21036 Washer Ring Fibre x x x x
81/03456 21038 Plastic discharge Horn x
81/03085 21039 Plastic discharge Horn x
81/03087 21041 Washer Black Rubber 4" x x
81/03457 21042 Cap G x x
81/03458 21055 O'Ring x
81/03065 21093 Sealfire 2l - 3% concentrate x
81/03459 21119 Trolley Frame x
81/03460 21127 Discharge Apparatus x x
81/03461 21144 Cap G.4" x x
81/03462 21706 Siphon Tube x x
81/03463 21742 Siphon Tube x
81/03464 21802 3/4" Handwheel Valve x x
81/03079 21931 Wheel x x x x x x
81/03465 21941 400m Wheels Plastic and Rubber x
81/03466 28004 Safety Seal x x x x
81/03467 28024 Safety Valve 1/4" x x x
81/03468 31209 Powder BC Karate x
81/03469 31230 Powder ABC MAP 30% x x
81/03064 33395 Sealfire 1l - 3% concentrate x
81/03470 66030 Turning Valve Brass 3/4" x x x x
81/03471 83011 3/4 Filter x x
81/03041 ??? 3ltr CO2 Cylinder 1.3kg fill x x
81/03472 20021_1 Washer Ring Teflon 11 x 19 x 2 x
81/03473 20033_1 CO2 Frame for Trolley x
81/03474 20209_1 14ltr Cylinder x
81/03475 20640_1 Discharge Hose 10m x
81/03476 20640_15 Discharge Hose 15m x
81/03477 20649_10 Discharge Hose 10m x x
81/03478 20656_1 Discharge Hose 10m x x
81/03479 21013_1 CO2 Frame for Trolley x
81/03480 21034_1 Brass Cap 2" x
81/03481 21330_1 27ltr Cylinder x
81/03482 21704_1 Siphon Tube x
81/03483 21818_1 Handwheel Valve x
81/03484 41231_3 Spare Charged Cartridge 2l - 140 Bar x
81/02611 Wheeled Extinguisher Cover x x
47/95115 Wheeled Extinguisher Cover x

A B C
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Fire Blankets & 
Aerosol/Automatic 
Extinguishers 
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FIRE BLANKETS
Approved To BSEN 1869: 1997

 � CS06 rating

 � All blankets comply with BS EN 1869:1997 and are kitemarked

 � A range of top quality slim fire blankets with flush end caps for easy cleaning

 � 12 month warranty/7 year life expectancy

 � 300g/m2 +/20g 200 gram cloth ensures flexibility and drapability

 � Satin weave

 � Warp 950/Weft 420

 � Silicone coating on either side of blanket

 � 0.25mm +/- 0.03mm thickness

Part No. Description
81/03543 1.1m x 1.1m slim pack - red
81/03544 1.2m x 1.2m slim pack - red
81/03545 1.8m x 1.2m slim pack - red
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AEROSOL EXTINGUISHERS

 � BSI certified to BS6165 : 2002

 � Manufactured in the UK under ISO 9001:2002 quality 
management system

 � Aluminium lightweight body and polypropylene headcap 
with controlled discharge

 � 600GM BC Dry Powder Fire Extinguisher fire rating 21B

 � 950GM BC Dry Powder Fire Extinguisher fire rating 34B

 � Disposable product not refillable

Part No. Description 
81/02561  600GM BC Dry Powder Fire Extinguisher
81/02562  950GM BC Dry Powder Fire Extinguisher
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AUTOMATIC EXTINGUISHERS
Clean Agent

 � Compact and economical automatic extinguisher

 � FE-36 Clean Agent (Halon replacement) with zero ozone depletion

 � Used to protect plant  or machinery in an enclosed space

 � Only one unit should be installed in each compartment

Unit required is determined by gross volume of compartment:

 � 1kg provides protection for maximun enclosed volume of 1.7m3

 � 1.5kg provides protection for maximun enclosed volume of 2.5m3

 � 2kg provides protection for maximun enclosed volume of 3.4m3

Part No. Description 
81/02563  1kg Automatic Clean Agent Fire Extinguisher
81/02564 1.5kg Automatic Clean Agent Fire Extinguisher
81/02565 2kg Automatic Clean Agent Fire Extinguisher
81/03685 4kg Automatic Clean Agent Fire Extinguisher
81/03682 6kg Automatic Clean Agent Fire Extinguisher

AUTOMATIC EXTINGUISHERS
Dry Powder

 � Compact and economical automatic extinguisher

 � Used to protect plant  or machinery in an enclosed space

 � Only one unit should be installed in each compartment

 � Unit required is determined by the floor area of compartment:

 � 1kg provides protection for maximun enclosed volume of 1m2

 � 2kg provides protection for maximun enclosed volume of 2m2

Part No. Description 
81/02566  1kg Automatic ABC Dry Powder Fire Extinguisher
81/02567 2kg Automatic ABC Dry Powder Fire Extinguisher
81/03686 4kg ABC Dry Powder Fire Extinguisher
81/03681 6kg ABC Dry Powder Fire Extinguisher


